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DriveRack PA

Quick Start Guide
Three-Way Setup

An illustrated guide to setting up your DriveRack® PA

using three amplifiers (high, mid, and low).
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Remove the DriveRack PA from its box.
Rack mount the DriveRack PA and connect power cable.

Connect console left and right outputs to the
DriveRack PA left and right inputs.

D Mid Amp High Amp )
Connect the DriveRack PA left and right High outputs to the High amplifier left and right inputs.
Connect the DriveRack PA left and right Mid outputs to the Mid amplifier left and right inputs.

Connect the DriveRack PA left and right Low outputs to the Low amplifier left and right inputs.

S
Connect the High Amplifier left and
right outputs to the High left and High Igh AMP
right speaker inputs as shown.
Connect the Mid Amplifier left and right -
outputs to the Mid left and Mid right Bi-amped
speaker inputs as shown. Speaker

>
Connect the Low Amplifier left and

right outputs to the Low left and Low
right speaker inputs as shown.

Low Speaker

—




Turn on the console. Turn the console master faders down.
Turn on the DriveRack PA.
Turn the amplifiers on with left and right channels all the way down.

Stereo 3Way

Now let’s Creae a system design to match your speakers. This system
is designed around the JBL SRX700 series for illustration purposes.

System Setup
Auto EQ WIZARD

AFS WIZARD

Input Setup
Select Input as MONO
Or Stereo

) STEREO

8A - Turn DATA Wheel to select between
MONO and STEREO (STEREO TYPICAL)

Power

< PREVPG NEXT PG > SUBHARMONIC

PROGRAM UTILITY

Press the
Wizard Button

Press the Next
PG Button

FEEw nuK COMP / LIMITER
—_—

8B - Press the
Next PG Button




Graphic EQ Setup

Select GEQ as DAUL

MONO or STEREO.
» STEREO LINKED

FEEDBACK ELIMINATION / COMPRESSOR / LIMITER

9A - Turn DATA Wheel to select between DUAL MONO 9B - Press the
and STEREO Graphic EQ. (STEREO LINKED TYPICAL) Next PG Button

CROSSOVER/ALIGNMENT DELAY/GRAPHIC EQ/PARAMETRIC EQ/AUTO/EQ D NEXT PG > SUBHARMONIC

=
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Select Main PA
JBL SRX700
\ RTAINPUT » SRX722 BIAMP - _un oy
& =

S 0 -

10A - Turn DATA Wheel to select your speaker type and

model. For this example we have selected the JBL SRX722 ;I_B 'PI()}KES the
in BIAMP mode. NOTE: Make sure your speakers are set to ext utton
Bi-amp.

< PREV PG NEXT PG >

Sub Speaker
Select Sub PA
JBL SRX700

) SRX718 STEREO

FEEDBACK ELIMINATION / COMPRESSOR / LIMITER

11A - Turn DATA Wheel to select your Sub speaker type and
model. For this example we have selected the JBL SRX718 in
Stereo.

11B - Press the

Next PG Button

High Amplifier

Select an amplifier

Crown Xs
» Crown Xs900

12A - Turn DATA Wheel to select your High speaker amplifier

type and model. For this example we have selected the Crown 12B - Press the
Xs900 Next PG Button
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High Amp Level

Adjust knob

same as your amp
»58% Level

FEEDBACK ELIMINATION / COMPRESSOR / LIMITER

13A - Turn DATA Wheel until the knob displayed here on
the DriveRack PA LCD screen matches the level knob on
the front of your High amp.

13B - Press the

Next PG Button

SUBHARMONIC

Select an amplifier
Crown Xs
» Crown Xs900

FEEDBACK ELIMINATION / COMPRESSOR /LIMITER

14A - Turn DATA Wheel to select your Mid speaker
. . 14B - Press the
amplifier type and model. For this example we have selected
Next PG Button
the Crown Xs900.

< PREV PG NEXT PG >

Mid Amp Level

Adjust knob

same as your amp
»58% Level

FEEDBACK ELIMINATION / COMPRESSOR / LIMITER

15A - Turn DATA Wheel until the knob displayed here on the 15B - Press the
DriveRack PA LCD screen matches the level knob on the —

. Next PG Button
front of your Mid amp.

Low Amplifier

Select an amplifier

Crown Xs
» Crown Xs900

16A - Turn DATA Wheel to select your Mid speaker
amplifier type and model. For this example we have
selected the Crown Xs900.

16B - Press the
Next PG Button




Low Amp Level

7 Y Adjust knob =1
sSame as your amp b
» 58% Level PROGRAW ¥ ;
[FEEDBACK ELIMINATION / COMPRESSOR / LIMITER
17A - Turn DATA Wheel until the knob displayed here on the 17B - Press the
DriveRack PA LCD screen matches the level knob on the —

Next PG Button

front of your Low amp.

< PREVPG NEXT PG > SUBHARMONIC

Low Amp Bridging
elect
Same as your amp

» Normal

18A - Turn DATA Wheel to select Normal or Bridged
to match your amp setting. (Normal Typical)

18B - Press the
Next PG Button
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Load New Program

Press Select to Load

» New Program

At this point you are ready to load your new program.

Press in on the DATA Wheel to Load this new '—Press. Here '
program. Loading will appear in
the display

rogram
SRX722 2X6

Press Next Page
to Continue

Press the Next

Your new program is now loaded. PG Button




DriveRack PA WIZARD

System Setup
Auto EQ WIZARD

AFS WIZARD

FEEDBACK ELIMINATION / COMPRESSOR / LIMITER

Press the Next
PG Button

< PREV PG NEXT PG > EQ

Connect mic to RTA
input. Press RTA
input button.

FEEDBACK ELIMINATION / COMPRESSOR / LIMITER

22B — Press the

22A - Connect RTA Input Button
RTA Mic

Cursor

23A - Turn DATA Wheel to change the RESPONSE curve 23C - Press the
you want the DriveRack to set for AUTO EQ. (0 Typical) I\?xt PG Button
23B — Press DATA Wheel to move cursor to PRECISION.

Turn DATA Wheel to choose High, Med or Low

precision. (MED Typical)

Left
(=
@ The RTA mic should already be plugged into the RTA A

input of the DriveRack PA. Place this mic on a mic

1 1 3 RTA Mic
stand and aim it between the left and right speakers EID - 25 Feet. >
approximately 25' away. Center Point

Y
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